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Duraroof Corrugated Type

Duraroof, a product proudly manufactured in the Philippines, boasts exceptional rust and corrosion resistance, 
making it the perfect choice for various weather conditions, especially in tropical and highly corrosive coastal 
UHJLRQV��&UHDWHG�ZLWK�VWDWH�RI�WKH�DUW�HTXLSPHQW�DQG�DGYDQFHG�URRɺQJ�WHFKQRORJ\��'XUDURRI�DOVR�LQFRUSRUDWHV�
UV-protection for added durability and longevity. Not only that, Duraroof also comes with insulation against 
heat and sound insulation.

DURAROOF
PROFILE

Duraroof Corrugated Type

The uPVC Duraroof Corrugated is manufactured 
primarily using polyvinyl chloride resin, resulting in a 
product that possesses a multitude of exceptional   
qualities. This technologically advanced and                    
LQGXVWU\�FRPSOLDQW�URRɺQJ�VROXWLRQ�LV�QRW�RQO\�YLVXDOO\�
appealing but also environmentally friendly.

X39&�'XUDURRI�&RUUXJDWHG�7\SH�VWDQGV�RXW�GXH�WR�LWV�LPSUHVVLYH�IHDWXUHV��LQFOXGLQJ�ɺUH�UHWDUGDQF\��FRUURVLRQ��������������������
resistance, and its ability to withstand various weather conditions. It maintains its vibrant color over time, thanks 
to its exceptional resistance to fading. Furthermore, it is highly durable, ensuring longevity and peace of mind for 
the users.

X39&�'XUDURRI�&RUUXJDWHG�7\SH�RɹHUV�UHVLVWDQFH�WR�DFLG��DONDOL��HQVXULQJ�URRI�LQWHJULW\�LQ�KDUVK�HQYLURQPHQWV��,W
V�
DQ� DɹRUGDEOH� DOWHUQDWLYH� WR� WUDGLWLRQDO� *�,� URRɺQJ�� RɹHULQJ� TXDOLW\� ZLWKRXW� FRPSURPLVLQJ� FRVW�� $YDLODEOH� LQ����������
YDULRXV�VL]HV�DQG�VKDSHV��'XUDURRI�LV�VXLWDEOH�IRU�YDULRXV�URRɺQJ�DSSOLFDWLRQV�DQG�RɹHUV�FXVWRPL]HG�VROXWLRQV�IRU�
customer satisfaction.

Two (2) Corrugation
Side Lapping

(ɹHFWLYH�:LGWK
Thickness

Depth

1RPLQDO�:LGWK

3URɺOH Corrugated Type

1.5mm , 1.8mm, 2.0mm, 2.5mm

813mm

670mm

Cut to size long span | Commercial Size (8’ - 10’ - 12’ - 14’ - 16’) 
or up to 40’ max length

143mm (2 waves)

988mm

152mm

836mm

Thickness

1RPLQDO�:LGWK��PP�

Side Lapping (mm) 

72mm 76mmPitch

(ɹHFWLYH�:LGWK��PP�

Length

18mm 22mmDepth

Colors

Duraroof 813 Duraroof 988

:H�FDQ�DFFRPPRGDWH�ORQJ�VSDQ�DV�ZHOO��&RQWDFW�6DOHV�$FFRXQW�2ɼFHU�IRU�PRUH�GHWDLOV�

Maroon Red %DJXLR�*UHHQ Beige Dark Blue :KLWH Brown Skylight



Rib Type 

Duraroof Corrugated Type

The uPVC Duraroof Corrugated is manufactured 
primarily using polyvinyl chloride resin, resulting in a 
product that possesses a multitude of exceptional   
qualities. This technologically advanced and                    
LQGXVWU\�FRPSOLDQW�URRɺQJ�VROXWLRQ�LV�QRW�RQO\�YLVXDOO\�
appealing but also environmentally friendly.

X39&�'XUDURRI�&RUUXJDWHG�7\SH�VWDQGV�RXW�GXH�WR�LWV�LPSUHVVLYH�IHDWXUHV��LQFOXGLQJ�ɺUH�UHWDUGDQF\��FRUURVLRQ��������������������
resistance, and its ability to withstand various weather conditions. It maintains its vibrant color over time, thanks 
to its exceptional resistance to fading. Furthermore, it is highly durable, ensuring longevity and peace of mind for 
the users.

X39&�'XUDURRI�&RUUXJDWHG�7\SH�RɹHUV�UHVLVWDQFH�WR�DFLG��DONDOL��HQVXULQJ�URRI�LQWHJULW\�LQ�KDUVK�HQYLURQPHQWV��,W
V�
DQ� DɹRUGDEOH� DOWHUQDWLYH� WR� WUDGLWLRQDO� *�,� URRɺQJ�� RɹHULQJ� TXDOLW\� ZLWKRXW� FRPSURPLVLQJ� FRVW�� $YDLODEOH� LQ����������
YDULRXV�VL]HV�DQG�VKDSHV��'XUDURRI�LV�VXLWDEOH�IRU�YDULRXV�URRɺQJ�DSSOLFDWLRQV�DQG�RɹHUV�FXVWRPL]HG�VROXWLRQV�IRU�
customer satisfaction.

Rib Type Duraroof

5LE� W\SH� X39&� URRɺQJ� VKHHWV� DUH� D� IRUP� RI� SODVWLF��������
URRɺQJ� PDWHULDO� FUHDWHG� WR� RɹHU� ORQJ�ODVWLQJ� DQG�
ZDWHUSURRI�SURWHFWLRQ�IRU�GLɹHUHQW�W\SHV�RI�EXLOGLQJV��
These sheets are composed of unplasticized polyvinyl 
chloride (uPVC) and feature a ribbed pattern on one 
side, providing enhanced strength and stability. The 
ULEV�DOVR�DLG�LQ�GLYHUWLQJ�ZDWHU�DZD\�IURP�WKH�URRI�DQG�WKH�VWUXFWXUH�LW�FRYHUV��7KHVH�URRɺQJ�VKHHWV�FRPH�LQ�YDUL-
ous sizes, making them suitable for both residential and commercial purposes.

Acrylonitrile Styrene Acrylate (ASA)

2QH�RI�WKH�KLJKOLJKWV�RI�WKH�QHZ�$WODQWD�'XUDURRI�5LE�W\SH�LV�LWV�$6$�FRPSRQHQW��$6$�LV�PDGH�IURP�D�EOHQG�RI�
SRO\YLQ\O�FKORULGH��39&��DQG�$FU\ORQLWULOH�6W\UHQH�$FU\ODWH��$6$���7KLV�EOHQG�RI�PDWHULDOV�PDNHV�WKHP�KLJKO\�
GXUDEOH�DQG�UHVLVWDQW�WR�WKH�HOHPHQWV��VR�WKH\�FDQ�EH�XVHG�IRU�D�YDULHW\�RI�URRɺQJ�DSSOLFDWLRQV��7KH�VKHHWV�DUH�
light in weight, yet strong enough to provide good insulation and protection from the elements. They also have a 
ORQJ�OLIHVSDQ��VR�WKH\�FDQ�EH�XVHG�IRU�PDQ\�\HDUV�ZLWKRXW�QHHGLQJ�WR�EH�UHSODFHG��39&�$6$�URRɺQJ�VKHHWV�DUH�
DOVR�UHODWLYHO\�HDV\�WR�LQVWDOO��VR�WKH\�DUH�D�SRSXODU�FKRLFH�IRU�ERWK�UHVLGHQWLDO�DQG�FRPPHUFLDO�URRɺQJ�SURMHFWV�

3URɺOH Rib Type

1.5mm, 1.8mm, 2.0mm, 2.5mm

820mm

Single Rib

740mm

Cut to size long span | Commercial Size (8’ - 10’ - 12’ - 14’ - 16’) 
or up to 40’ max length

Thickness

1RPLQDO�:LGWK��PP�

Side Lapping (mm) 

(ɹHFWLYH�:LGWK��PP�

185mPitch

Length

Colors

(for corrugated & Rib type)

DURAROOF
SPECIFICATION

30mm

())(&7,9(�:,'7+

120,1$/�:,'7+

Thickness

Side Lapping

3,7&+

CHEMICAL RESISTANCE OF DURAROOF AT 24 HRS. IMMERSON

CHEMICAL

����+<'52&+/25,&�$&,'

����68/)85,&�$&,'

����1,75,&�$&,'

&21&(175$7('�$&(7,&�$&,'

����62',80�+<'52;,'(

40° C 60° C

Maroon Red %DJXLR�*UHHQ Beige Dark Blue :KLWH Brown



(for corrugated type)

%(1'('�,16,'(�*877(5

DURAROOF
ACCESSORIES

%(1'('�(1'�)/$6+,1*

%(1'('�&$33,1*

%(1'('�(1'�:$//�)/$6+,1*

a

b

c

16” x 8’ 24” x 8’ 32” x 8’

1/2” (a)

6” (b)

3” (c)

1” (a)

9” (b)

4” (c)

1 1/2” (a)

11 1/2” (b)

6” (c)

1.5mm, 2.0mm, 2.5mm 1.5mm, 2.0mm, 2.5mm 1.5mm, 2.0mm, 2.5mm

SIZE

Thickness

16” x 8’ 24” x 8’ 32” x 8’

2” (a)

5” (b)

8 1/2” (c)

3” (a)

7” (b)

13” (c)

4” (a)

10” (b)

16 1/2” (c)

1/2” (d) 1” (d) 1 1/2” (d)

SIZE

1.5mm, 2.0mm, 2.5mm 1.5mm, 2.0mm, 2.5mm 1.5mm, 2.0mm, 2.5mmThickness

16” x 8’ 24” x 8’ 32” x 8’

1 1/2” (a)

8 1/2” (b)

1/2” (c)

2” (a)

13” (b)

1” (c)

3” (a)

16 1/2” (b)

1 1/2” (c)

1” (d) 1” (d) 1 1/2” (d)

4” (e) 6” (e) 8” (e)

1/2” (f) 1” (f) 1 1/2” (f)

SIZE

1.5mm, 2.0mm, 2.5mm 1.5mm, 2.0mm, 2.5mm 1.5mm, 2.0mm, 2.5mmThickness

16” x 8’ 24” x 8’ 32” x 8’

1/2” (a)

1/2” (b)

4” (c)

1” (a)

1” (b)

6” (c)

1 1/2” (a)

1 1/2” (b)

8 1/2” (c)

10 1/2” (d) 15” (d) 19” (d)

1/2” (e) 1” (e) 1 1/2” (e)

SIZE

1.5mm, 2.0mm, 2.5mm 1.5mm, 2.0mm, 2.5mm 1.5mm, 2.0mm, 2.5mmThickness

b

c

d

a

c

a

b

c
d

e

f

a b

c

d
e



(for corrugated type)

DURAROOF
ACCESSORIES

%(1'('�0,1,�*877(5

%(1'('�2876,'(�*877(5

%(1'('�5,'*(52//

%(1'('�9$//(<�*877(5

16” x 8’ 24” x 8’ 32” x 8’

1/2” (a)

6 1/2” (b)

1” (c)

1” (a)

10” (b)

1” (c)

1 1/2” (a)

13” (b)

1 1/2” (c)

1” (d) 1” (d) 1 1/2” (d)

6 1/2” (e) 10” (e) 13” (e)

1/2” (f) 1” (f) 1 1/2” (f)

SIZE

1.5mm, 2.0mm, 2.5mm 1.5mm, 2.0mm, 2.5mm 1.5mm, 2.0mm, 2.5mmThickness

16” x 8’ 24” x 8’ 32” x 8’

2” (a)

4” (b)

3 1/2” (c)

3” (a)

6” (b)

5” (c)

4” (a)

8” (b)

6 1/2” (c)

4” (d) 6” (d) 8” (d)

1/2” (e) 1” (e) 1 1/2” (e)

1 1/2” (f) 2” (f) 2 1/2” (f)

SIZE

1/2” (g) 1” (g) 1 1/2” (g)

1.5mm, 2.0mm, 2.5mm 1.5mm, 2.0mm, 2.5mm 1.5mm, 2.0mm, 2.5mmThickness

16” x 8’ 24” x 8’ 32” x 8’

1/2” (a)

5 1/2” (b)

1/2” (c)

1” (a)

8 1/2” (b)

1/2” (c)

1 1/2” (a)

11” (b)

1/2” (c)

1 1/2” (d) 2” (d) 3” (d)

1 1/2” (e) 2” (e) 3” (e)

1/2” (f) 1/2” (f) 1/2” (f)

SIZE

5 1/2” (g) 8 1/2” (g) 11” (g)

1/2” (h) 1” (h) 1 1/2” (h)

1.5mm, 2.0mm, 2.5mm 1.5mm, 2.0mm, 2.5mm 1.5mm, 2.0mm, 2.5mmThickness

16” x 8’ 24” x 8’ 32” x 8’

2 1/2” (a)

2” (b)

3 1/2” (c)

4” (a)

3” (b)

5” (c)

5” (a)

4” (b)

7” (c)

2” (d) 3” (d) 4” (d)

5 1/2” (e) 8” (e) 10 1/2” (e)

1/2” (f) 1” (f) 1 1/2” (f)

SIZE

1.5mm, 2.0mm, 2.5mm 1.5mm, 2.0mm, 2.5mm 1.5mm, 2.0mm, 2.5mmThickness

a

b

d

c

e

f

a

b

c

d

e
f

g

a
b c

d e
f g

h

a

c
b

d

e

f



Duraroof does not rust or corrode 

since it is comprised of PVC, making 

LW�LGHDO�IRU�URRɺQJ�LQ�HQYLURQPHQWV�

with high salt content, such as 

ocean etc.

Ease of Handling
'XUDURRI
V�OLJKW�JUDQXOH�PDWHULDOV�UHGXFH�GHDG�

ORDGV�RQ�URRɺQJ�IUDPH�V\VWHPV��ORZHULQJ�

overall foundation and structural 

costs.

Fire Retardant 
Duraroof has self-extinguished. It does 

not burn and prevents combustion. 

It will not drip or crack.

Aesthetic
:KHQ�FRPSDUHG�WR�*,��ZKLFK�QHHGV�SDLQW�WR�

be aesthetically, Duraroof comes in        

pre-painted colors and does not require 

it.

Duraroof has a lower thermal conductivity than 

SUH�SDLQWHG�PHWDO� URRɺQJ�VLGLQJ� VKHHWV��ZKLFK�

may result in a cooler atmosphere. It will save 

time and expense in installing heat-insulating 

materials, and it will substantially reduce electric 

power usage.

Noise Reduction Capacity
'XUDURRI�SURGXFHV�OHVV�QRLVH�WKDQ�*,�W\SH�

roofs during heavy rain because it is 

made of uPVC.

Ease of Installation
'XUDURRI�LV�VLJQLɺFDQWO\�OLJKWHU�WKDQ�WUDGLWLRQDO�

URRɺQJ�DQG�VLGLQJ�PDWHULDOV��%HFDXVH�RI�LWV�

weight, installation is more quickly,

Durable and Weather Resistant
Duraroof is a tough, resilient, and long-lasting 

URRɺQJ�PDWHULDO��,W�KDV�D�89�VWDELOL]HU�WKDW�FDQ�

withstand harmful sun rays while in place to 

prevent chalking, brittleness, and        

cracking, and it can withstand heavy 

loads without damage.

Corrosion and Rust Resistant Insulating Capacity

DURAROOF

ADVANTAGES

Duraroof does  not brittle under intense sun heat as it 
is made to withstand the sun and made to last for 
years.



Canopy, Carport, Terrace, etc.:

Duraroof's versatility makes it suitable for various 
outdoor structures, combining
durability and visual
appeal.

Poultry Farms, Stadium, Sport 
Center, etc.
 
'XUDURRI�ɺQGV�LWV�SODFH�LQ�
diverse building types as it 
seamlessly integrates with the 
architectural design, providing 
both aesthetic appeal and 
functional performance.

Wall Cladding and Wall 
Siding:
 
Enhance the visual appeal 
of buildings with
Duraroof's versatility
in wall cladding and 
covering. 

DURAROOF

APPLICATIONS

Warehouse and
)DFWRU\�5RRɺQJ�
 
Duraroof's robust construction 
ensures long-lasting
protection, making it an
ideal choice for industrial 
environments.

Duraroof proves its versatility in a variety of applications:



DURAROOF

STORAGE AND HANDLING

���3ODFH�$WODQWD�'XUDURRI�GLUHFWO\�RQWR�SXUOLQV�
that are attached to the roof trusses,               
beginning on the outside edge.
 
��� $UUDQJH� WKH� VKHHWV� ORRVHO\� RQ� WKH� URRI�� DQG�
mark hole positions and any necessary saw cuts 
with a marker.

3. Cut the panel to the desired length. If cutting is required, 
XVH�DQ�DQJOH�JULQGHU�ZLWK�D�PHWDO�VOLWWLQJ�EODGH�RU�ɺQH�WRRWK�
saw at a shallow angle with light pressure.  

4. Screw down the panels. Drill sheets singly with a drill bit. Use a low-speed and light 
SUHVVXUH�GULOO��6XSSRUW�WKH�VKHHW�VHFXUHO\�XQGHU�HDFK�KROH�SRVLWLRQ�ZKHQ�GULOOLQJ��$�PLQL-
PXP�RI�����PP�GLVWDQFH�SHU�VFUHZ�LV�UHFRPPHQGHG�IRU�KRUL]RQWDO�SXUOLQ��:KHQ�MRLQLQJ�
sheets, ensure a minimum sidelapping of 2 waves (~143 mm) Continue across the roof until 
it is completely  covered. 

6. Safety:
ɇ'R�QRW�DVVXPH�WKDW�LW�LV�VDIH�RU�SHUPLVVLEOH�WR�VWDQG�RQ�DQ\�URRI�VWUXFWXUH��:DON�DORQJ�
purlin lines or walk no further than 300mm from the purlin-line.
ɇ$OO� SHUVRQQHO� VKRXOG� EH� SURYLGHG� ZLWK� SURSHU� 3HUVRQDO� 3URWHFWLYH� (TXLSPHQW� �33(��
necessary for the installation.

DURAROOF

INSTALLATION GUIDE

1. Upon arrival at the location, visually check and physically count the supplies to 
make sure they are undamaged. Before storing or installing the products, get in 
WRXFK�ZLWK�$WODQWD�,QGXVWULHV��,QF��LI�WKHUH�DUH�DQ\�GLɹHUHQFHV�

���7R�DYRLG�WKH�PDWHULDOV
�VTXDUH�HGJHV�DQG�VXUIDFHV�IUDFWXULQJ�RU�EHLQJ�FUXVKHG��GR�
not slide them onto the ground.

��� $YRLG� GUDJJLQJ� VKHHWV� DFURVV� RQH� DQRWKHU� RU� RYHU� XQHYHQ� VXUIDFHV�� VLQFH� WKLV�
FRXOG�GHJUDGH�WKH�SURGXFW
V�VXUIDFHV��7KH�VKHHWV�VKRXOG�EH��SHHOHG�DQG�OLIWHG��Rɹ�
the bundle as opposed to sliding.

���$OZD\V�KDQGOH�URRɺQJ�PDWHULDOV�ZLWK�FDXWLRQ��7R�SUHYHQW�EXFNOLQJ��VKHHWV�ORQJHU�
than 3.0m should be handled by two people and carried on edge.

7KH�IROORZLQJ�DUH�WKH�UHFRPPHQGHG�SURSHU�KDQGOLQJ�	�VWRUDJH�IRU�
DURAROOF,

HANDLING:

1. Ensure Duraroof do not come into contact with dirt, cement, concrete, lime, mortar, 
fertilizer, chemicals and other substances which may be detrimental to the product.

���%HIRUH� LQVWDOODWLRQ��'XUDURRI�VKRXOG�EH�VWRUHG� LQ�D�FRRO�GU\�SODFH��$�SURWHFWLYH�
cover should be provided to avoid exposure to weather and extreme sunlight.

3. Stored Duraroof whether at ground level or on the roof is susceptible to wind 
damage, and care should be taken to ensure products are secure. It is advisable to 
store the Duraroof so that it is clear of possible vehicle damage.

STORAGE:

'XUDURRI��OLNH�RWKHU�URRɺQJ�PDWHULDOV��UHTXLUHV�D�SURSHU�XQGHUVWDQGLQJ�RI�VWRUDJH��
KDQGOLQJ��DQG�DSSOLFDWLRQ�WR�UHVXOW�LQ�D�SURSHUO\�FRQVWUXFWHG�URRI�V\VWHP�


